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FLUID COOLING  |  Shell & Tube CA-2000 Series
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CA
-2000

Copper & Steel Construction

Features
n	� Super High Flow
n	�L argest Flow Rates &  

Heat Transfer Available
n	� ASME Code
n	�R ugged Steel Construction
n	� Custom Designs Available
n	� Competitively Priced
n	� 3/8” & 5/8” Tubes Available
n	� Max. 10” Diameter, 12’ Long
n	� 150# ANSI/ASME Flanged Shell 

Connections (Metric Available)
n	� Optional Construction on CA-2000 

Series:  Tubes, Tubesheets, and End 
Bonnets

n	� End Bonnets Removable For Servicing
n	� Saddle Brackets For Incremental 

Mounting
n	� ASME Code (Section VIII, Division I) 

and TEMA-C Construction 
Available (Consult Factory for Ordering 
Information)

Materials
Headers Steel

Shell Steel

Shell Connections Steel

Baff les �Brass

End Bonnets �Cast Iron

Mounting Brackets �Steel/Cast Iron 

Gaskets �Nitrile Rubber/Cellulose Fiber

Nameplate �Aluminum Foil

Ratings
Maximum Shell Pressure 150 psi

Maximum Tube Side Pressure 150 psi

Maximum Temperature 300° F

Maximum Flow Rates

	 Shell Side (GPM)	 Tube Side GPM
	 6”	 9”	 One 	 Two	 Four
	 Baff le	 Baff le	 Pass	 Pass	 Pass

	 210	 320	 652	 326	 163



michaellinn
Rectangle






